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63.2231(a)
Does the facility manufacture plywood and/or
composite wood products (including but not limited
to plywood, veneer, particleboard, oriented
strandboard, hardboard, fiberboard, medium density
fiberboard, laminated strand lumber, laminated
eneer lumber, wood I-joists, kiln dried lumber, and
glue-laminated beams)?
Yes
63.2231
No
asthe EPA determined that the
facility is part of the low-risk
subcatergory of PCWP
maufacturing facilities, as
pecified in appendix B of thi
subpart? Yes
Y
>
No Subpart DDDD does not
apply.
63.2231(b) —
No
Isthe plywood and/or
composite wood products
facility located at a major
source of HAP emissions?
END

Yes
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This subpart appliesto each Page 2 of 8
affected sources at a PCWP facility.
(The affected source includesthe
collection of dryers, refiners,
blenders, formers, presses, and
board coolers; green end
operations, resin preparation,
finishing operations, coating
operations, onsight storage and 63.2232
prep of materials, lumberkilns, etc.)

Isthe affected source an exisiting
source (a source isexisting if itis
not new or recontructed)?

No

Yes

Does your existing affected source contain one
or more of the following process units: softwood
veneer dryers, primary tube dryers, secondary
tube dryers, rotary strand dryers, conveyor strand
dryers, green rotary dryers, hardboard ovens,
reconstituted wood product presses, or
pressurized refiners?

Yes

Existing affected sourcesthat contain one or more
of the above process units must comply with the
compliance options, operating requirements, and
work practice requirements for existing sources no
later than October 1, 2007.
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You effected source in considered to be a new

— 1 source (construction commenced after January

9, 2003) or reconstructed source (meets criteria
asdefined in 63.2).

Poes your new/reconstructed affected source contain one 0
more of the following process units: softwood veneer dryers,
primary tube dryers, secondary tube dryers, rotary strand
dryers, conveyor strand dryers, green rotary dryers, hardboard
ovens, reconstituted wood product presses, pressurized
refiners, press predryers, fiberboard mat dryers, or board
coolers?

No

Yes

New or reconstructed affected sources that contain one or
more of the above process units must comply with the
compliance options, operating requirements, and work

practice requirements for new and reconstructed sourcesin

this subpart upon initial start-up.




Production-Based
Compliance Options

A 4

63.2240(a)

6

For each processunit at your
affected source, you must meet
one of the following compliance
options:

63.
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3.2240

Emissions Averaging
Option (existing sources only)

2240(c) v

Add-On

Control

Using proceduresin paragraphs (c)(1)

You must meet the production- based
total HAP compliance optionsin Table
1A and the applicable operating

System

Options

through (3) of 63.2240, you must
demonstrate that emissionsincluded in
the emissions average meet the

requirementsin Table 2.

Comply with the following: Standards -
63.2250-2251; Monitoring/Testing -
63.2260-2262, 63.2269, 63.2270-2271;

Recordkeeping - 63.2280-2283.

compliance options and operating

requirements.

Comply with the following: Standards -
63.2250-2251; Monitoring/Testing -
63.2260-2262, 63.2269, 63.2270-2271;

Recordkeeping - 63.2280-2283.

63.2240(b) §

You must use an emissions control
system and demonstrate that the
resulting emissions meet the compliance
options and operating requirementsin
Tables 1B and 2.

Comply with the following: Standards -
63.2250-2251; Monitoring/Testing -
63.2260-2262, 63.2269, 63.2270-2271;
Recordkeeping - 63.2280-2283.
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63.2241(a), (b), (c)

Does the affected source
include a dry rotary dryer
process unit?

You must meet the following work practive
requirement - process furnish with a 24-hour block
average inlet moisture content of less than or equal
to 30 percent (by weight, dry basis), and operate with
a 24-hour block average inlet dryer temperature; or
you may apply for permission to use alternative work
practices, as provided in 63.6(g) of the general
provisions; or you may choose to comply with
63.2241(c).

You must also comply with the initial compliance
demonstration requirements as stated in 63.2263 and
63.2269.

Doesthe affected source

include a Hardwood veneer
dryer process unit?

Yes

'

You must meet the following work practice
requirement - process less than 30 volume
percent softwood species on an annual basis;
or you may apply for permission to use
alternative work practices, as provided in
63.6(g) of the general provisions; or you may
choose to comply with 63.2241(c).

You must also comply with the initial
compliance demonstration requirements as
stated in 63.2264 and 63.2269




Doesthe affected source
include a softwood veneer
dryer process unit?
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63.2241(a), (b), (c)

Yes

You must meet the following work practice requirement -
Minimize fugitive emissions from the dryer doors through
(proper maintenance procedures) and the green end of the
dryers (through proper balancing of the heated zone exhausts) ,
or you may apply for permission to use alternative work
practices, as provided in 63.6(g) of the general provisions.

You must also comply with the initial compliance
demonstration requirements as stated in 63.2265 and 63.2269.

Does the affected source
include a Veneer redryer
process unit?

Yes

You must meet the following work practice requirement -
Process veneer that has been previously dried, such that the 24
hour block average inlet moisture content of the veneerisless
than or equal to 25 percent (by weight, dry basis); or you may

apply for permission to use alternative work practices, as

provided in 63.6(g) of the general provisions; or you may
choose to comply with 63.2241(c).

You must also comply with the initial compliance
demonstration requirements as stated in 63.2266 and 63.2269.




Does the affected source
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63.2241(a), (b), (c)

include Group 1
miscellaneous coating
operations?

Yes ¢

You must meet the following work practice
requirement - Use non-HAP coatings as defined in
63.2292; or you may apply for permission to use
alternative work practices, as provided in 63.6(g) of
the general provisions.

Does the affected source
include a reconstituted wood

product press or board
cooler?

No

Yes i

Comply with the initial compliance demonstration
requirements as stated in 63.2267 and 63.2269.

Does the affected source

include a wet control device?

No

Yes

Comply with the initial compliance demonstration
requirements as stated in 63.2268 and 63.2269.

END <
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This particular process unit is not required to comply with a
specific compliance option, operating requirement, or work
practice requirement. You must comply with the applicable
recordkeeping and reporting requirementsin 63.2281-2283.




